


Grade

Item Number, Coating and Availability - 10 Piece Packs

AM300® AM200® TiN
C5 (P35) OP-05T308-P OP-05T308-H OP-05T308-T
C1 (K35) OP-05T308-1P OP-05T308-1H OP-05T308-1T
C5 (P35) OP-05T308-PHR OP-05T308-HHR - -

Insert Screw 10 Pack IS-10-10

MATERIAL

Material 
Hardness SFM FEED

(BHN) AM300® AM200® TiN (IPR)

Free Machining Steel
1118, 1215, 12L14 110-250 900-1300 850-1200 700-900 .0035 - .007

Low Carbon Steel
1010,1020,1025,1522,1144 85-275 850-1250 800-1150 650-850 .003 - .0065

Medium Carbon Steel
1030,1040,1050,1527,1140 125-325 800-1050 750-950 600-850 .0035 - .0065

Alloy Steel
4140, 5140, 8640 125-375 750-1000 700-900 600-850 .0035 - .0065

High Strength Alloy
4340, 4330V, 300M 225-400 600-850 550-750 400-650 .003 - .005

Structural Steel
A36, A285, A516 100-350 850-1050 800-950 650-850 .003 - .0065

High Temperature Alloy
Hastelloy B, Inconel 600 140-310 250-450 250-350 150-300 .0025 - .0045

Stainless Steel
303, 416, 420, 17-4PH 135-275 600-850 550-750 400-650 .003 - .006

Tool Steel
H-13, H21, A-4 150-250 400-800 350-700 250-650 .0025 - .005

Aluminum
(Use TiN on Cast Aluminum) 30-180 1250-1650 1200-1550 950-1100 .006 - .012

Cast Iron
Gray, Ductile, Nodular 120-320 700-900 650-800 500-700 .004 - .008

Brass 30-125 950-1350 900-1250 750-1100 .005 - .009

MATERIAL

Material 
Hardness M/min FEED

(BHN) AM300® AM200® TiN (mm/Rev)

Free Machining Steel
1118, 1215, 12L14 110-250 274-396 259-366 213-274 0,09 - 0,18

Low Carbon Steel
1010,1020,1025,1522,1144 85-275 259-381 244-351 198-259 0,08 - 0,17

Medium Carbon Steel
1030,1040,1050,1527,1140 125-325 244-320 229-290 183-259 0,09 - 0,17

Alloy Steel
4140, 5140, 8640 125-375 229-305 213-274 183-259 0,09 - 0,17

High Strength Alloy
4340, 4330V, 300M 225-400 183-259 168-229 122-198 0,08 - 0,13

Structural Steel
A36, A285, A516 100-350 259-320 244-290 198-259 0,08 - 0,17

High Temperature Alloy
Hastelloy B, Inconel 600 140-310 76-137 76-107 46-91 0,06 - 0,11

Stainless Steel
303, 416, 420, 17-4PH 135-275 183-259 168-229 122-198 0,08 - 0,15

Tool Steel
H-13, H21, A-4 150-250 122-244 107-213 76-198 0,06 - 0,13

Aluminum
(Use TiN on Cast Aluminum) 30-180 381-503 381-472 290-335 0,15 - 0,30

Cast Iron
Gray, Ductile, Nodular 120-320 213-274 198-244 152-213 0,10 - 0,20

Brass 30-125 290-411 274-381 229-335 0,13 - 0,23

Literature Item Number: REVFL




